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ESR spreader rollers
type overview

Type ESR-BR (Basic Roller)
Application: all webs >30 um or >45gr/m?, Layout spreading elements: linear

ESR-BR 80/110: outer diameter: 110 mm
Speed: up to 350 m/min

Material: EPDM black 60 +/- 5 Shore,
silicone grey 60 +/- 5 Shore (FDA compliant)

ESR-BR 100/130: outer diameter: 130 mm
Speed: up to 350 m/min
Material: EPDM black 60 +/- 5 Shore

ESR-BR 120/150: outer diameter: 150 mm
Speed: up to 350 m/min
Material: EPDM black 60 +/- 5 Shore

Type ESR-ST (Sensitive Treatment)
Application: all webs >4 um or >10gr/m?, Layout spreading elements: offset

ESR-ST 40/60: outer diameter: 60 mm
Speed: up to 200 m/min, Material: TPE
anthracite 60 +/- 5 Shore (FDA compliant)
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ESR-ST 80/110: outer diameter: 110 mm
Speed: up to 500 m/min
Material: EPDM black 60 +/- 5 Shore

ESR-ST 100/130: outer diameter: 130 mm
Speed: up to 500 m/min

Material: EPDM black 60 +/- 5 Shore,
silicone grey 60 +/- 5 Shore (FDA compliant)

ESR-ST 120/150: outer diameter: 150 mm
Speed: up to 800 m/min

Material: EPDM black 60 +/- 5 Shore,
silicone grey 60 +/- 5 Shore (FDA compliant)
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